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SPECIFICATION #t&4 % B R 10 L 3W
MODEL NO.
F= & 4 R . MT-002A
DRAWN il iT APPD. f #=
1. RATING (& & H) : DC 12V 50mA
2. ELECTRICAL CHARACTERISTICS (FESMEREIING):
ITEM JiH TEST CONDITIONS {44 PERFORMANCE  #il#%
CONTACT
2.1| REsISTance |MEASURED AT 1KHz SMALL CURRENT (10mA OR LESS) 100mQ MAX.
B falt ey PR £ 1RHz fi/NRYE (10mA BAF) SR 100 ZBKLATF .
APPLY A VOLTAGE OF 100V DC FOR 1 MIN.
TO FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:
(1) BETWEEN BODY AND TERMINAL
INSULATION | (2) BETWEEN TERMINAL NOT TO BE CONTACTED
2 2| RESISTANCE (3) BETWEEN TERMINAL NOT TO BE CONTACTED WHEN | 100MQ MIN.
245 45 ¥ [ PLUG IS INSERTED. 100 JEBK LA E
FIA 100v DC ML 1 404, %LU F Hes TR -
(1) HEAESHWZE.
(2) AEEMFIHERZ [ .
(3) BN AN A HE I Z[E .
AC 250V rms (50-60Hz)FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN BODY AND TERMINAL
(2) BETWEEN TERMINAL NOT TO BE CONTACTED
(3) BETWEEN TERMINAL NOT TO BE CONTACTED WHEN | wITHOUT DAMAGE TO
DIELECTRIC PLUG IS INSERTED. PARTS ARCING OR
2.3|  STRENGTH 14\ ac 250V (50-60Hz) Hi/R, 1 4B BTN 0. 5mA U T | BREAKDOWN ETC.
LR NE . BT AR % 520
(1) FEERAEHHZE .
(2) ANEAhAHEH 2 I8 .
(3) _F@SkH AN AN H A [ .
3. MECHANICAL CHARACTERISTICS (HLME BE#IHS)
ITEM TR TEST CONDITIONS JiR&MF PERFORMANCE  #i#%
PLACING THE SWITHCH SUCH THAT THE DIRECTION
OF SWITCH OPERATION IS VERTICAL, AND THEN
OPERATING GRADUALLY INCREASING THE LOAD APPLIED TO THE PUSH: 180+50g£
FORCE CENTER OF THE KNOB. THE MAXIMUM LOAD FOR THE
(Z=py KNOB TO COME TO A STOP SHALL BE MEASURED. CCN/CCH: 80+30g£
FRFEETHRARTTMBCE , R OB ), WE TR RIEHT
RREKIE.
3.1
THE SAMPLE SWITCH IS INSTALLED SUCH THAT THE
DIRECTION OF SWITCH OPERATION IS VERTICAL, AND
RETURN UPON DEPRESSION OF KNOB IN ITS CENTER THE WHOLE
FORCE TRAVEL DISTANCE, THE FORCE OF THE KNOB TO RETURN >100gf
EA 5 TO ITS FREE POSITION SHALL BE MEASURED. -
FRFEETHRAETT ME , LK PO TRELTER, N
BEESLE B AL BRI B .
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TERMINAL
STRENGTH

¥ 7 9 5

A STATIC LOAD OF 3000gf SHALL BE APPLIED
TO THE TERMINAL FOR 1 MINUTE.IN ANY
DIRECTION

TEHERRR R — AT M0 3000g£ JIEERRR , BTE]
1 5%,

THERE SHALL BE NO DAMAGE
TO THE TERMINAL SUCH AS
CRACKS, LOOSENESS OR PLAY.
ELECTRICAL AND MECHANICAL
CHARACTERISTICS SHALL BE
SATISFIED.

FEHMT SR RIT MEERK,
WRTHU . FaskRe.

4. DURABILITY (fifX{%) :

ITEM UTiH TEST CONDITIONS JRA%/k PERFORMANCE  #i#%
(1) CONTACT RESISTANCE SHALIL
100K CYCLES OF A KNOB OPERATION SHALL BE PERFORMED BE 200m() MAX.
Lrpg ey | CONTINUOUSLY AT 60 CYCLES/MIN. WITHOUT Loap. | (2) M(‘:EISARAHANCITCEA;IANSTDIg;‘EngfﬁL
41 e aan BAELL LA G5 4h 60 EIRRBEELLSERL 100K EIBNE , AN g
#. SATISFIED.
(1) HfhEFHAREET 200mQ.
(2) HE. WETHMR. mastae,
THE JACK SHALL BE STORED AT A TEMPERATURE
OF 85+2°C FOR 96 HOURS AND THEN IT SHALL
HEAT TSy | BE SUBJECTED TO THE CONTROLLED RECOVERY
4.2 s CONDITIONS FOR 1 HOUR AFTER WHICH
A | MEASUREMENT SHALL BE MADE.
BB FEHE 85+2°C MR 96 5, B EEHR
R 1 ISR E .
THERE SHALL BE NO DAMAGE ON
APPEARANCE.
THE JACK SHALL BE STORED AT A TEMPERATURE MECHANTICAL AND ELECTRICAL
OF -30+2°C FOR 96 HOURS AND THEN IT SHALL CHARACTERISTICS SHALL BE
coLp Tgsy | BE SUBJECTED TO THE CONTROLLED RECOVERY SATISEFIED .
4.3 = CONDITIONS FOR 1 HOUR AFTER WHICH SRR T SR
4K | MEASUREMENT SHALL BE MADE. MRS, W BB, e
BB -30+2°CH 96 /NG , BB ¥
B 1 N SRISE .
THE JACK SHALL BE STORED AT TEMPERATURE
OF 40+2°C AND HUMIDITY OF 90% TO 95% FOR
HUMIDITY | 96 HOURS, THEN THE JACK SHALL BE MAINTAINED
4.4 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1
¥Wi¥EiAl | Hr FOR OTHER PROCEDURES.
BE 40+2°C . FFHXREE A 90~95%Hr HiEt 96
NG, S RERRBCE IEH RS 1 /i E HEAT IR
PRACTICAL
45 |TEMPERATURE| -10°C~+60C.
' RANG 7E-10°C~+60CHEENA .
A5 R B T R
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4.6 [ATMOSPHERIC
*“ | CONDITIONS

TAEARER S

UNLESS OTHERWISE SPECIFIED.
THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS
AND TESTS ARE AS FOLLOWINGS:

AMBIENT TEMPERATURE : 5C TO 35C
RELATIVE HUMIDITY : 45% TO 85%

AIR PRESSURE : 86Kpa TO 106Kpa
ERARENBR TIREE. ®F. SEWTF:
(1) {®EH 5~35C.

(2) ¥EN 453~85%.

(3) AN 86Kpa~106Kpa.

SOLDERING

1R &

CONDITIONS

(1) HAND SOLDERING:
DEVICE: SOLDER IRON
A.350C° Max.3sec.Max.
B.270C° Max.5sec.Max.

Fi:

TH &%k
A.350C° Max.3sec.Max.
B.270C° Max.5sec.Max.
(2) REFLOW SOLDERING

[EHisR

240C° Max.3sec.Max.
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THERE SHALL BE NO DAMAGE ON
APPEARANCE.

MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
SATISFIED.

SEMTERF , W THUNR, A ERe. .




