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MODEL NO.
7= o & . PBM-0101 PBM-0102 PBM-0103
DRAWN #]| T APPD. # =
1. RATING & E H) : DC 30V 0.1A
2. FUNCTION (EmAES) : 2P2T
3. TIMING (B TRI4E 1) : NON-SHORTING
4. ELECTRICAL CHARACTERISTICS (FaSMEREHKE):
ITEM TiH TEST CONDITIONS  #liR4&f PERFORMANCE  #i#%
CONTACT
4.1 RESISTANCE | MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) | 30m®@ MAX.
' e | 7E LKHZ BUNERH(L0OMA) BLTHIR. 30 ZERKBL T«
A VOLTAGE OF 500V DC SHALL BE APPLIED FOR 1 MIN.
AFTER WHICH MEASUREMENT SHALL BE MADE.
INSULATION (1) BETWEEN TERMINALS.
4.2 | RESISTANCE | (2) BETWEEN INDIVIDUAL TERMINALS AND FRAME. 100M9,1M|N-
% e A 500V DC HLFE 1 438, % DR 8ef 77 iR, - 100 JK Bk BL E o
(D) HHMEEZE.
(2) HM54t5E2 00 .
AC 500V rms(50-60Hz)FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN TERMINALS:
DIELECTRIC | (2)/ BETWEEN INDIVDUAL TERMINALS AND.FRANE. WITHOUT DAMAGE SUCH AS
4.3 STRENGTH I\ AC 500V(50-60HZ) Bk, 1 /-8R R A 0.5mA, LT | INSULATION BREAKDOWN .
it B, s Bl 7 VA, - BB AW ERE .
(1) HEAEE 2208 .
(2) Hp 5452 1
5 _MECHANICAL CHARACTERISTICS (HLHkHEREH#%)
ITEM JiH TEST CONDITIONS il &t PERFORMANCE  #i#%
OPERATING
5.1 FORCE 200gf+50gF
YE5) 1
ELECTRICAL
CHARACTERISTICS
TERMINAL A STATIC LOAD OF (300 gf) SHALL BE APPLIED TO THE iﬁ'?héﬁ%i@lé?é?
5.2 STRENGTH TIP OF THE TERMINAL FOR 1 MIN. IN ANY DIRECTION. | EyrEcS|VE LOOSENESS OF
UG TR AR~ HEISER L1 (300 gf)1 404 TERMINALS.
EHRYEERT RHER
W, WAETHMR. B HeE.
UNLESS OTHERWISE SPECIFIED. THE STANDARD
RANGE OF ATMOSPHERIC CONDITIONS FOR MAKING
MEASUREMENTS AND TESTS ARE AS FOLLOWS:
STANDARD (1) AMBIENT TEMPERATURE: 5°C TO 35C
ATMOSPHEIC | (2) RELATIVE HUMIDITY : 45% TO 85%
5.3 CONDITIONS (3) AIR PRESSURE : 86Kpa TO 106Kpa
PRAFORA: | ERARENBA TURREE. &, SEWNT:
(1) #EHX 5~35C
(2) R 45%~85%
(3) SJEN 86Kpa~106Kpa
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PRACT ICAL
5 4 |TEMPERATURE| ~16C~+60C
) RANGE 7E-16°C~+60°C {5.BE P fi
¢ FE B Ya
6. ENDURANCE CHARACTERISTICS (fif %f%) :
ITEM HiH TEST CONDITIONS  BUiR4f: PERFORMANCE ks
THE TOP OF THE TERMINALS SHALL BE
SOLD$$¢‘B'L DIPPED 2mm IN THE SOLDER BATH OF THE AREA OF SOLDERINNG
6.1 TEST 230+5°C FOR 3+0.5 SECONDS. SHOULD BE OVER 75%
Efﬁ‘ﬁiﬁ% %?W%ﬂﬁﬁ)\%ﬁ%* 2mm ¥, Yﬂ%‘lgﬁ ﬁ%ﬁ%/ﬂ\gﬁ 75%W\J:.
230+5°C, A% 3+0.5 #b.
(1) . TEMPERATURE AND IMMERSING TIME
HE KRR
TEMPERATURE TIME
wHE (C) B[ (S)
DIP;OL;}ERING -~ L)
b4
RESISTANCE [ MANUALSOLDERING THERE SHALL BE NO DEFORMATION OF
TO = s 360+10 3#1  ||THE SWITCH. MECHANICAL AND ELEC
6.2| SOLDERING TRICAL CHARACTERISTICS SHALL BE
HEAT TEST SATISFIED.
‘ (2) . IMMERSION DEPTH: - _
HRYEREE | | MMERS 10N DEPTH UP TOTHE SURFACE OF THE BOARD] AMEZIE , W2 THIMK. BPERE.
THICKNESS -OF, PRINTED WIRING BOARD 1.6mm
REHL :
BEHWRZEA (PCB) AF1 - FNEEY 1.6mm.
(1)CONTACT RESISTANCE (i&fuisifE)
100mQ MAX. 100 ZRKLLTF.
2) INSULAT 10N RES I STANCE (£ A
ENDURANCE WITHOUT LOADING: ( 5)0MQ VIN. 50 JKEKLLE (&)
A SWITCH SHALL BE SUBJECTED TO 10,000 - °
CYCLES AT A SPEED OF 15 TO 18 CYCLES (DWITHSTAND VOLTAGE (it Hi. 1)
6.3| 1FE TEST | pER MINUTE WITHOUT LOADING. AC 500V,1 MINUTE.AC 500V 1 7}%#.
FRE | (4)OPERATING FORCE(#Ezh 1)

FETC T 448 T AR 15~18 [Bl i) BE AT
10,000 X KB -

+30% INITIAL VALUE.

A4k, o AT 45 {8 1+ 30% -
(5) WITHOUT DAMAGE TO PARTS
ARCING OR BREAKDOWN ETC.

QUK G SR TH M , H H U RE)




SHENZHEN XI1EJIA ELECTRONICS CO.,LTD.| XMH4&HS
A IR N AN N KA H#

XJ-SP-9004

2007 & 11 A 29 H

SPECIFICATION #i#%45 % B IR

FEI3IW HIM

6.4

COLD TEST
it ¥ A

THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF —25+3°C FOR 96 HOURS AND THEN IT SHALL

BE SUBJECTED TO THE CONTROLLED RECOVERY
CONDITIONS FOR 1 HOUR AFTER WHICH MEASUREMENT
SHALL BE MADE.
MBAEEE-25+3CH 96 /MG, HE ¥R EE P

1 /NE SR SE

6.5

HEAT TEST
it AR

THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 85+2°C FOR 96 HOURS.AND THEN IT SHALL BE
SUBJECTED TO THE CONTROLLED RECOVERY
CONDITIONS FOR 1 HOUR AFTER WHICH MEASUREMENT
SHALL BE MADE.

BEFERE 852 CHNIR 96 /MMit)5 , HHE EF =il F
1 /SR E -

6.6

HUMIDITY
TEST

BE XK

THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 40+2°C AND A HUMIDITY OF 90% TO 95% FOR
96 HOURS.THEN THE SWITCH SHALL BE MAINTAINED
AT STANDARD ATMOSPHERIC CONDITION FOR 1 HOUR
AFTER WHICH MEASUREMENT -SHALL BE MADE.

HUE 4042 °C KA XHE B A 90%~95%3 557 96 7N JE ,
FRREERBEIE B35 1 /N JE RT3 -

THERE SHALL BE NO DAMAGE ON
APPEARANCE .

MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
SATISFIED.

SMMTERH . WA THUK, rasthee -




